
22.08.2018 1Domotesta RDO

Efficient. Innovative. Sustainable. 

System Description

Domotesta RDO

Technology convinces
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Type

Functions

RDO111A110 RDO131A110 RDO383A110

[mit Slaves]

Time switch 1-channel 1-channel 9-channel (max.)

Boiler stages 1-stage* 1-stage 1- / 2-stage / Boiler 
sequence /

modulating

Distance heating -- -- X

Boiler protection X X X

Mixing circuits 2- / 3-Pkt. 1* 1 2 [7# max.]

Domestic hot water -- 1 1 [4# max.]

Storge tank -- -- X

Domestic hot water controller -- -- -- [3# max.]

Wood boiler -- -- X

Solar -- -- X

Functions overview

* Selection per digital Input   # beyond Slave Module
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Heating controller RDO111A110 and RDO 131A110

or

Controller with 
analog daily time

+

Controller with 
analog daily time

+
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RS232
(Service)

RS232
(Service)

Heating controller RDO383A110 with Interface Module RZB565A000

Controller with digital
daily and weekly program

+ +
Device bus

Boiler sequence
controller max. 3
devices connectable

Mixing circuit
controller max. 5
devices connectable

Domestic hot water 
controller max. 3 
devices connectable

max. 15 devices 
connectable to D-Bus

Device bus

max. 15 devices 
connectable to D-Bus
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+ Distance heating
+ Storage tank
+ Wood boiler
+ Solar
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RS232
(Service)

RS232
(Service)

Heating controller RDO383A110 with Interface Module RZB568A000

+ +
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Modbus RTU

RZB568

RZB568

max.
63 Controller

Device bus

Device bus

Controller with digital
daily and weekly program

Boiler sequence
controller max. 3
devices connectable

Mixing circuit
controller max. 5
devices connectable

Domestic hot water 
controller max. 3 
devices connectable

max. 15 devices 
connectable to D-Bus

max. 15 devices 
connectable to D-Bus

+ Distance heating
+ Storage tank
+ Wood boiler
+ Solar


